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Superior Timber Coatings

SAFETY DATA SHEET - AUSTRALIAN IMPORTER COVER PAGE

Product: 320 Diamolac 1K HB Clear Lacquer (All Gloss Levels)

Product Code: 320

Revision Date: 18 July 2026

Australian Importer Contact Details

Akzolux Australia (trading as Superior Timber Coatings)
13/257 Colchester Road, Kilsyth South VIC 3137
Email: sales@stcoatings.com.au
Phone: 1300 887 853
After hours: 0410 635 016

Emergency Contacts

Poisons Information Centre (Australia): 13 11 26
Emergency Services / Fire Brigade: 000

General Information

This cover page identifies Superior Timber Coatings as the Australian importer and distributor. The following Safety Data Sheet 
contains the product-specific safety, handling, storage, disposal, transport and emergency response information. Users must read 
the complete SDS and product label before handling, storing, transporting or using the product.

Products must only be used in accordance with the manufacturer's instructions and applicable workplace health and safety 
requirements.

Important Warning - contaminated absorbent materials

Where relevant to the product and waste generated, contaminated cloths, rags, pads, paper towels, spray-booth waste and other 
absorbent materials must be managed as hazardous waste. Keep waste away from ignition sources and dispose of it in 
accordance with the SDS and local requirements.
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SAFETY DATA SHEET
320 Diamolac 1K HB Clear Lacquer (All Gloss Levels)
Product Code: 320
Revision Date: 18 July 2026

SECTION 1 - IDENTIFICATION: PRODUCT IDENTIFIER AND CHEMICAL IDENTITY

Product identifier: 320 Diamolac 1K HB Clear Lacquer (All Gloss Levels)

Product code: 320

Recommended use: Alkyd-modified nitrocellulose pre-catalysed air-drying lacquer formulated for professional spray application 
on industrially manufactured timber furniture.

Australian importer/supplier: Akzolux Australia (trading as Superior Timber Coatings), 13/257 Colchester Road, Kilsyth South 
VIC 3137, Australia

Telephone: 1300 887 853    Email: sales@stcoatings.com.au

Emergency: After hours 0410 635 016; Poisons Information Centre 13 11 26; Emergency Services 000

SECTION 2 - HAZARD(S) IDENTIFICATION

Hazardous according to Safe Work Australia criteria.

GHS classification:

• Flammable Liquids - Category 2

• Aspiration Hazard - Category 1

• Acute Toxicity (Oral) - Category 4

• Acute Toxicity (Dermal) - Category 4

• Acute Toxicity (Inhalation) - Category 4

• Skin Corrosion/Irritation - Category 2

• Serious Eye Damage/Eye Irritation - Category 2A

• Specific Target Organ Toxicity (Single Exposure) - Category 3, narcotic effects

• Specific Target Organ Toxicity (Repeated Exposure) - Category 2

Signal word: DANGER

GHS pictograms: Flame (GHS02); Exclamation Mark (GHS07); Health Hazard (GHS08)

Hazard statements:

• H225 Highly flammable liquid and vapour.

• H302 Harmful if swallowed.

• H304 May be fatal if swallowed and enters airways.

• H312 Harmful in contact with skin.

• H315 Causes skin irritation.

• H319 Causes serious eye irritation.

• H332 Harmful if inhaled.

• H336 May cause drowsiness or dizziness.

• H373 May cause damage to organs through prolonged or repeated exposure.

Precautionary statements:

• P210 Keep away from heat, hot surfaces, sparks, open flames and other ignition sources. No smoking.

• P240 Ground and bond container and receiving equipment.

• P241 Use explosion-proof electrical/ventilating/lighting equipment.
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• P242 Use non-sparking tools.

• P243 Take action to prevent static discharges.

• P260 Do not breathe vapours or spray.

• P264 Wash thoroughly after handling.

• P270 Do not eat, drink or smoke when using this product.

• P271 Use only outdoors or in a well-ventilated area.

• P280 Wear protective gloves/protective clothing/eye protection/face protection.

• P301+P310 IF SWALLOWED: Immediately call a POISON CENTRE or doctor.

• P331 Do NOT induce vomiting.

• P303+P361+P353 IF ON SKIN (or hair): Take off immediately all contaminated clothing. Rinse skin with water/shower.

• P304+P340 IF INHALED: Remove person to fresh air and keep comfortable for breathing.

• P305+P351+P338 IF IN EYES: Rinse cautiously with water for several minutes. Remove contact lenses if present and easy to
do. Continue rinsing.

• P312 Call a POISON CENTRE or doctor if you feel unwell.

• P370+P378 In case of fire: Use dry chemical, alcohol-resistant foam or carbon dioxide to extinguish.

• P403+P235 Store in a well-ventilated place. Keep cool.

• P405 Store locked up.

• P501 Dispose of contents/container in accordance with applicable local and regional requirements.

SECTION 3 - COMPOSITION AND INFORMATION ON INGREDIENTS

Ingredient CAS No. Concentration

n-Butyl acetate 123-86-4 1-10%

n-Butanol 71-36-3 1-10%

Methyl isobutyl ketone (MIBK) 108-10-1 1-10%

Methyl ethyl ketone (MEK) 78-93-3 1-10%

Propylene glycol methyl ether acetate (PGMA) 108-65-6 1-10%

Xylene 1330-20-7 10-30%

Non-hazardous ingredients - Balance

SECTION 4 - FIRST AID MEASURES
Eyes

Immediately flush with water for at least 15 minutes, including beneath eyelids. Seek immediate medical attention. Remove
contact lenses only if present and easy to do.

Skin

Remove contaminated clothing. Wash thoroughly with soap and water. Do not clean skin with solvent. Seek medical attention if
irritation develops or persists.

Inhalation

Remove to fresh air and keep at rest in a position comfortable for breathing. Keep warm. If breathing is difficult or has stopped,
provide appropriate resuscitation and seek immediate medical attention.

Ingestion

Do not induce vomiting. Rinse mouth with water. Seek immediate medical attention. Aspiration into the lungs may cause
potentially fatal chemical pneumonitis.

Symptoms/effects: Eye and skin irritation; respiratory irritation; headache, nausea, dizziness, impaired coordination and central
nervous system depression at high vapour concentrations; aspiration hazard following ingestion or vomiting.

SECTION 5 - FIREFIGHTING MEASURES
Suitable extinguishing media: Dry chemical, alcohol-resistant foam or carbon dioxide.
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Specific hazards: Highly flammable. Vapour is heavier than air, may accumulate in low areas, form explosive mixtures with air
and travel to an ignition source. Combustion may produce carbon monoxide, carbon dioxide, toxic fumes and acrid smoke.

Firefighter protection: Use appropriate protective equipment and self-contained breathing apparatus where required. Cool
exposed containers with water spray where safe to do so.

SECTION 6 - ACCIDENTAL RELEASE MEASURES
Remove all possible ignition sources. Ventilate area. Avoid breathing vapour or spray and avoid skin and eye contact. Wear
appropriate PPE.

Contain and absorb spill with inert absorbent such as sand or vermiculite. Place collected material in an approved
hazardous/dangerous-goods waste container. Prevent entry to drains, sewers and waterways. Dispose through an authorised
waste contractor.

SECTION 7 - HANDLING AND STORAGE
Handling: Use with adequate ventilation. Avoid breathing vapour, mist and spray. Avoid skin and eye contact. Keep away from
heat, sparks, open flame and other ignition sources. Ground/bond equipment and control static discharge. Keep containers closed
when not in use.

Storage: Store tightly closed in a cool, well-ventilated area away from ignition sources, oxidising agents, foodstuffs and clothing.
No smoking. Do not enter confined spaces where vapour may have accumulated without appropriate controls.

SECTION 8 - EXPOSURE CONTROLS AND PERSONAL PROTECTION
Current Australian Workplace Exposure Standards (WES):

Substance TWA ppm STEL ppm Note

n-Butyl acetate 150 200 -

n-Butanol - 50 Peak limitation in current WES

MIBK 50 75 Carc. 2 notation in WES

MEK 150 300 -

PGMA (CAS 108-65-6) 50 100 -

Xylene 80 150 -

These WES values apply in Australia until 1 December 2026. Workplace exposure limits (WELs) commence from that date.

Engineering controls: Provide adequate general and local exhaust ventilation. Spray application should be carried out in
appropriately designed spray-booth conditions with equipment suitable for flammable atmospheres.

Respiratory protection: Use an Australian Standard approved respirator selected for the contaminant and exposure level. For
high spray mist/vapour concentrations or inadequate ventilation, use suitable supplied-air respiratory protection.

Eye protection: Chemical goggles or safety glasses with side protection.

Hand protection: Chemical-resistant gloves such as nitrile, neoprene, PVC or other material demonstrated to be suitable for the
solvents present.

Body protection: Protective clothing and safety footwear.

SECTION 9 - PHYSICAL AND CHEMICAL PROPERTIES

Physical state Liquid

Appearance Clear/coloured liquid, depending on gloss/product presentation

Odour Hydrocarbon odour

Odour threshold No data available

pH Not applicable

Melting/freezing point No data available

Initial boiling point/range No data available

Flash point Below 0 deg C

Evaporation rate No data available

Flammability Highly flammable liquid and vapour

Lower/upper explosive limits No data available

Vapour pressure No data available
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Vapour density No data available

Relative density / specific gravity 1.00-1.30 kg/L

Water solubility Insoluble

Partition coefficient No data available

Auto-ignition temperature No data available

Decomposition temperature No data available

Viscosity No data available

Solids content by weight 27-30%

Volatile content by volume 40-60%

SECTION 10 - STABILITY AND REACTIVITY
Reactivity: No specific hazardous reactivity known under recommended conditions.

Chemical stability: Stable under recommended storage and use conditions.

Hazardous reactions: Hazardous polymerisation will not occur.

Conditions to avoid: Heat, sparks, flames and other ignition sources.

Incompatible materials: Strong oxidising agents.

Hazardous decomposition products: Carbon monoxide and carbon dioxide; toxic/acrid fumes may be produced during
combustion.

SECTION 11 - TOXICOLOGICAL INFORMATION
No product-specific toxicity test data are available in the source SDS. The following effects are based on the product information
and listed ingredients.

Inhalation: Harmful if inhaled. May irritate the respiratory tract. High vapour concentrations may cause headache, nausea,
dizziness, impaired coordination, central nervous system depression and unconsciousness.

Skin: Harmful in contact with skin and may cause irritation. Prolonged or repeated contact may contribute to dermatitis.

Eyes: Causes serious eye irritation.

Ingestion: Harmful if swallowed. May cause gastrointestinal irritation, nausea, pain and vomiting. Aspiration into the lungs may
cause potentially fatal chemical pneumonitis.

Repeated exposure: May cause damage to organs through prolonged or repeated exposure.

Other information from source SDS: Germ cell mutagenicity - not mutagenic; carcinogenicity - not expected to be carcinogenic;
reproductive/developmental toxicity - not identified as a developmental toxicant and not expected to impair fertility.
Ingredient-specific classifications should also be considered.

SECTION 12 - ECOLOGICAL INFORMATION
Avoid contaminating waterways. Product-specific acute and long-term aquatic toxicity data are not available in the source SDS.

Persistence/degradability: No product-specific data available; source SDS indicates biodegradation is expected based on raw
material composition.

Bioaccumulative potential: Source SDS indicates bioaccumulation is not expected based on individual raw materials.

Mobility in soil: No data available.

SECTION 13 - DISPOSAL CONSIDERATIONS
Dispose of contents/container in accordance with applicable local, state and national requirements. Do not discharge to drains,
sewers or waterways.

Recycle liquid waste where practicable. Collect paint sludge, contaminated absorbent, spray-booth waste and similar material in
appropriate hazardous-waste containers and dispose through an authorised contractor. Empty containers should be drained and
recycled or disposed of in accordance with local requirements.

SECTION 14 - TRANSPORT INFORMATION

UN number 1263

Proper shipping name PAINT or PAINT RELATED MATERIAL
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Dangerous Goods Class 3

Packing Group II

Hazchem Code 3[Y]E

Transport in accordance with applicable Australian Dangerous Goods requirements.

SECTION 15 - REGULATORY INFORMATION
Australian Poisons Schedule: S5 (as stated in the existing product SDS).

This product is classified as hazardous according to the hazard information set out in Section 2. Applicable workplace, dangerous
goods, environmental and poisons requirements must be observed.

SECTION 16 - OTHER INFORMATION
Original SDS date of issue: 12 June 2016

Previous revision: 20 January 2020

Current review/revision: 18 July 2026

Revision summary: Reformatted into the Australian 16-section SDS structure; Australian importer and emergency details
updated; obvious GHS wording inconsistencies corrected; composition retained following confirmation that the formulation is
unchanged; current Australian WES information incorporated; missing physical-property fields identified as no data available
where appropriate.

Abbreviations: GHS - Globally Harmonized System; TWA - time-weighted average; STEL - short-term exposure limit; WES -
Workplace Exposure Standard; WEL - Workplace Exposure Limit; PPE - personal protective equipment.

Disclaimer: The information in this SDS is based on the product information available to Superior Timber Coatings and is
provided in good faith for workplace health and safety purposes. Users are responsible for assessing the suitability of the product
and controls for their particular use and for complying with applicable legislation.

Australian contact: Superior Timber Coatings, 1300 887 853, sales@stcoatings.com.au



