
TECHNICAL DATA SHEET

OLI-NATURA Project Oil (Projektöl)

Distributed in Australia by Superior Timber Coatings – We scour the globe for the best timber
coatings, test them, and bring them to you so you can Coat With Confidence.

1. Product Description

Universal, deep-acting impregnating oil made from modified vegetable oils (approx. 60% solids)
with no wax component. Designed for the treatment and care of timber interiors including furniture,
floors, stairs, doors, cork and OSB. Penetrates deeply without forming a surface film, protecting
timber from within while remaining breathable.

2. Key Features

• Deep penetration – no film formation
• Breathable, moisture regulating
• Durable, dirt and water-repellent
• Easy to apply – brush, roller or spray
• Repairable in sections
• Quick drying
• Vibrant depth of colour
• Suitable for children’s toys (DIN EN 71-3)
• Saliva & perspiration resistant (DIN 53160)
• Free of formaldehyde, aromatics, cobalt & oxime
• Complies with Decopaint Regulation

3. Areas of Application

Furniture, work surfaces, doors, panelling, stairs, parquet, timber and cork floors, OSB boards,
veneers, wet rooms and selected exterior timber applications. For additional protection, overcoat
with OLI-NATURA Hard Wax Oil.

4. Coverage & Packaging

Available in 7 UV-resistant colours. 25ml sample size 100ml covers approx. 16 sq ft 1L covers
approx. 161 sq ft 2.5L covers approx. 402 sq ft Typical consumption: 40–80 g/m² per coat.

5. Application Summary

Surface must be clean, dry and free from grease, wax and dust. Sand timber progressively (80–120
grit). Stir thoroughly before use.

• Apply 40–80 g/m² evenly using brush, spatula, mohair roller or spray.
• Allow to penetrate 20–30 minutes.
• Work in and remove excess with cotton cloth or pad.
• Final polish after 4–6 hours.



• Fully hardened after 2–3 days (protect from water during curing).

6. Technical Data

Touch dry: approx. 90–120 minutes Intermediate dry: 4–6 hours Full cure: 2–3 days Application
temperature: min. 12°C Storage: 12 months unopened (avoid >30°C)

7. Safety

Oil-soaked cloths, pads and sanding dust may spontaneously ignite. Do not ball up rags. Clean
immediately after use or store submerged in water. Refer to the Safety Data Sheet before use.

8. Supplier – Australia

Superior Timber Coatings 1300 887 853 Eastern States: 13/257 Colchester Rd, Kilsyth South VIC
sales@stcoatings.com.au SA / WA / NT: Unit 2/13 Thames Ave, Klemzig SA
salessa@stcoatings.com.au www.stcoatings.com.au


