TECHNICAL DATA SHEET

PRODUCT SERIES:

TX11

PRODUCT CODE:

TX11

DESCRIPTION:

Polyurethane hardener for TA48 sealer

USES:

Specifically formulated to be used with llva TA48 clear polyurethane sealer in interior polyurethane coating

systems

PRODUCT PREPARATION:
Mixing Ratio by Weight:

- TA48 Sealer: 100 parts

- TX11 Hardener: 50 parts

- TZ33 Thinner: 0-15 parts (optional)

Mixing Ratio by Volume:
- TA48 Sealer: 128 parts
- TX11 Hardener: 64 parts
- TZ33 Thinner: 0-30 parts

APPLICATION SYSTEM:

Application Method: Spray
Recommended Tip Size: 1.8 mm

Air Pressure: 35 psi

QUANTITY (gr/sq m):
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Approx. 120-160 g/m?2 per coat

COATS:

1-2 coats depending on system requirements

GENERAL PROPERTIES:

- Promotes proper chemical reaction and hardening in TA48 systems
- Supports high film build and smooth surface development
- Maintains compatibility with polyurethane clear finishes

- Suitable for use in furniture, joinery, and interior wood finishing

DRYING TIME (at 20 C/ 68 F):

- Pot life: 3-4 hours

- Dry to handle: 30-40 minutes

- Recoat (without sanding): after 1 hour, within 3 hours

- If more than 3 hours passes: sand with 320 grit before recoating

- Wait 8 hours minimum before top coating

TYPICAL SYSTEMS:

Clear PU Hi-Build System (3-Step)
1. Stain (optional - PF 5/series)
2. Sealer: TA48 + TX11

3. Topcoat: TO9 series + TX24 (or TX75 for non-yellowing)

STORAGE & HANDLING:

- Store between 0 C and 35 C

- Keep container sealed when not in use

- Store in a ventilated area, away from direct sunlight

- Always mix well before use and after adding any components
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SHELF LIFE:

12 months in unopened original container under recommended storage conditions

DATE OF ISSUANCE:

12 August 2025



